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§21.21 Issue of type certificate: nor-
mal, utility, acrobatic, commuter,
and transport category aircraft;
manned free balloons; special class-
es of aircraft; aircraft engines; pro-
pellers.

An applicant is entitled to a type cer-
tificate for an aircraft in the normal,
utility, acrobatic, commuter, or trans-
port category, or for a manned free bal-
loon, special class of aircraft, or an air-
craft engine or propeller, if—

(a) The product qualifies under §21.27;
or

(b) The applicant submits the type
design, test reports, and computations
necessary to show that the product to
be certificated meets the applicable
airworthiness, aircraft noise, fuel vent-
ing, and exhaust emission require-
ments of the Federal Aviation Regula-
tions and any special conditions pre-
scribed by the Administrator, and the
Administrator finds—

(1) Upon examination of the type de-
sign, and after completing all tests and
inspections, that the type design and
the product meet the applicable noise,
fuel venting, and emissions require-
ments of the Federal Aviation Regula-
tions, and further finds that they meet
the applicable airworthiness require-
ments of the Federal Aviation Regula-
tions or that any airworthiness provi-
sions not complied with are com-
pensated for by factors that provide an
equivalent level of safety; and

(2) For an aircraft, that no feature or
characteristic makes it unsafe for the
category in which certification is re-
quested.

[Doc. No. 5085, 29 FR 14564, Oct. 24, 1964, as
amended by Amdt. 21-15, 32 FR 3735, Mar. 4,
1967; Amdt. 21-27, 34 FR 18368, Nov. 18, 1969;
Amdt. 21-60, 52 FR 8042, Mar. 13, 1987; Amdt.
21-68, 556 FR 32860, Aug. 10, 1990]

EFFECTIVE DATE NOTE: By Amdt. 21-92, 74
FR 53385, Oct. 16, 2009, §21.21 was amended by
removing the words ‘‘the Federal Aviation
Regulations” and adding in their place the
words ‘‘this subchapter’” wherever they ap-
pear, effective Apr. 14, 2010.

§21.23 [Reserved]
§21.24 Issuance of type certificate: pri-

mary category aircraft.

(a) The applicant is entitled to a type
certificate for an aircraft in the pri-
mary category if—

§21.24

(1) The aircraft—

(i) Is unpowered; is an airplane pow-
ered by a single, naturally aspirated
engine with a 61-knot or less V,, stall
speed as defined in §23.49; or is a rotor-
craft with a 6-pound per square foot
main rotor disc loading Ilimitation,
under sea level standard day condi-
tions;

(ii) Weighs not more than 2,700
pounds; or, for seaplanes, not more
than 3,375 pounds;

(iii) Has a maximum seating capacity
of not more than four persons, includ-
ing the pilot; and

(iv) Has an unpressurized cabin.

(2) The applicant has submitted—

(i) Except as provided by paragraph
(c) of this section, a statement, in a
form and manner acceptable to the Ad-
ministrator, certifying that: the appli-
cant has completed the engineering
analysis necessary to demonstrate
compliance with the applicable air-
worthiness requirements; the applicant
has conducted appropriate flight,
structural, propulsion, and systems
tests necessary to show that the air-
craft, its components, and its equip-
ment are reliable and function prop-
erly; the type design complies with the
airworthiness standards and noise re-
quirements established for the aircraft
under §21.17(f); and no feature or char-
acteristic makes it unsafe for its in-
tended use;

(ii) The flight manual required by
§21.5(b), including any information re-
quired to be furnished by the applicable
airworthiness standards;

(iii) Instructions for continued air-
worthiness in accordance with
§21.50(b); and

(iv) A report that: summarizes how
compliance with each provision of the
type certification basis was deter-
mined; lists the specific documents in
which the type certification data infor-
mation is provided; lists all necessary
drawings and documents used to define
the type design; and lists all the engi-
neering reports on tests and computa-
tions that the applicant must retain
and make available under §21.49 to sub-
stantiate compliance with the applica-
ble airworthiness standards.

(3) The Administrator finds that—

(i) The aircraft complies with those
applicable airworthiness requirements
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